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Executive Summary 
Current methods to estimate when to open pavements to traffic are often overly conservative, 
which causes unnecessary construction delays and user costs. The primary issue with the current 
methods is that they are generally experience-based and inflexible:  
• They do not account for specific site conditions such as unique traffic timing and 
capacity related needs. 
• Wait periods after concrete placement are required in terms of a) time after placement 
or b) the achievement of certain levels of compressive and/or flexural strength. 
Required values in either case are not typically supported with data. 
• The effect of early traffic-related loads on long-term pavement behavior is not 
quantified.  
Because the current opening criteria do not provide the agency any flexibility to develop 
alternative traffic opening solutions, traffic opening is ignored by the agency when investigating 
the cost savings and performance of a project over its life cycle.  
In this study, the effect of early opening on pavement damage was reexamined through a 
laboratory study and through analytical modeling of pavement behavior at early ages (28 days 
after placement or less).  This resulted in a mechanistic procedure for evaluating the effect of 
early traffic opening on the long-term performance of the pavement. The developed procedure 
accounts for critical factors such as climate, traffic level, and pavement design characteristics. 
The procedure to estimate performance, when considered alongside the laboratory work, has a 
number of advantages over the conventional, experience-based methods: 
• The procedure is implemented in a user-friendly computer program that aids in 
estimating optimal timing of traffic opening given basic pavement information 
(including as-built properties from non-destructive testing measurements). 
• The laboratory trials provided extensive early-age concrete strength data that led to 
the formulation of multiple concrete strength curves that were incorporated into the 
developed program. Thus, experienced-based “guess work” has been replaced by 
repeatable, reproducible observations from the lab. 
• The output of the program allows the road owner to do a cost/benefit analysis of the 
opening timing based on the specific site and traffic characteristics.   
The method developed in this research provides an alternative to the rigidity of conventional 
methods for time-to-opening. The report provides example analyses to demonstrate the 
usefulness of the program. Overall, the program provides the agency with the ability to adapt to 
changing environmental conditions and implement innovative traffic-opening strategies.  As a 
result, transportation agencies can make important opening to traffic decisions based on 
anticipated site conditions rather than invariable, experience-based rules.
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Chapter 1: Introduction 
The current criteria for minimum concrete strength before opening to traffic are based on purely 
empirical methods.  These criteria require wait periods after concrete placement or achievement 
of certain levels of compressive and/or flexural strength after the time of placement.  Although 
the strength-based criteria are the more objective of the two current procedures, the current 
requirement of 3,000 psi compressive strength may be overly conservative in certain cases.  This 
project deals with the development of a process of determining the optimal strength of concrete 
pavement opening to traffic based on nondestructive testing and rational acceptance criteria.  The 
proposed method will incorporate maturity monitoring procedures discussed by Izevbekhai and 
Rohne (2009).  In addition, highly accurate measurements of shear wave velocity that can be 
conducted on both beams and in-situ pavements will be evaluated.  Using the above-described 
methods in laboratory and field settings, the research will result in a procedure, which can be 
implemented by MnDOT and local transportation agencies for optimal timing of traffic opening.   
To achieve these research goals, the following tasks are presented: 
Task 1: Literature Review 
 A comprehensive literature review of the current mechanistic models for opening to 
traffic and assessment of damage from early opening was conducted. A literature of 
nondestructive evaluation of concrete properties and their applications for concrete pavement 
assessments, such as maturity measurements, chain dragging, ground penetrating radar, 
ultrasound tomography, etc., is also included.  
Task 2: Laboratory Testing 
 Several rounds of laboratory testing were completed utilizing MTS testing equipment at 
the University of Minnesota to perform 4 point bending flexural strength tests. Originally, 
compressive strength and flexural strength were considered, but the final three rounds of testing 
only incorporated flexural strength due to the inconclusive compressive results that were seen in 
the first round.  Flexural strength, maturity measurements, and ultrasound tomography shear 
wave velocity measurements were conducted throughout the curing and testing process. This 
enabled correlation between concrete strength developments with maturity as well as concrete 
elastic properties computed from the shear wave velocity measurements. The ultrasound 
tomography also monitored the progression of damage due to fatigue loading. This provided the 
opportunity to quantify damage from simulated axle loading applied at various concrete early 
age and strength development levels.  
Task 3: Field Testing 
 Several test slabs with the same mix design were identified in new construction projects. 
Ultrasound tomography shear wave velocity measurements were conducted throughout the 
curing process at early concrete ages. This provided side by side comparison of shear wave 
velocity results in the laboratory and the field.  
Task 4:  Recommendations for Traffic Opening Timing 
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 The results of the laboratory and field tests were used to develop a procedure for 
determining an appropriate timing of subjecting the pavement to wheel loading without causing 
significant damage. The deliverable for this task is a software program developed to be used by 
MnDOT research staff. Different criteria is applied for different loading types and roadway 
design type. This procedure is based upon the maturity and/or shear wave velocity measurements 
in conjunction with concrete strength and elastic modulus curves, representing in-situ real-time 
pavement properties.  
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Chapter 2:  Literature Review 
In Task 1, a comprehensive literature review of the current mechanistic models and structural 
considerations for assessment of damage from early opening of concrete pavements to traffic 
was synthesized. Additional literature review was conducted on traditional and state-of-the-art 
nondestructive tools that can be used for evaluation of concrete properties and their applications 
for early age concrete pavement assessments.   
 
2.1 Structural Modeling 
McCullough and Rasmussen conducted research in the mid-90’s regarding fast track paving and 
early opening to traffic. The focus of their research was on the development of a software 
package, which was eventually named High Performance Paving (HIPERPAV) and High 
Performance Bonded Concrete Overlays (HIPERBOND).  This software is applicable to JPCP 
and bonded overlays, and aims to predict pavement strength as a function of heat development 
during the hydration process. The need for this software arose from previous models lacking 
early age effects of heat on concrete hydration, convection, irradiation, and solar radiation 
absorption. While the models were developed to improve on past model deficiencies, there were 
shortcomings. Pavement moisture modeling was not included, nor was the ability to characterize 
curing methods. Verification of the thermal coefficient and creep relaxation models used would 
also improve HIPERPAV and HIPERBOND (McCullough and Rasmussen 1999). 
 
Crovetti and Khazanovich (2005) used ISLAB2000 and ABAQUS to analyze the effect of 
concrete slab properties at early age on stresses in concrete pavements.  ISLAB2000 was used to 
model global pavement behavior due to heavy axle loading (see Figure 1). 
 
 
Figure 1: ISLAB2000 model for critical load position for the left critical dowel. 
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The general purpose finite element program, ABAQUS, was used for detailed modeling of local 
stress distribution around dowels for various early age concrete characteristics.  The general 
layout of the model is shown in  
Figure 2.  It can be observed that the critical cross section of the dowel was used for analysis.  
The mesh used for evaluation of the stress distribution around dowels is shown in Figure 3, while 
the typical displacement contours are given in Figure 4.  
 
 
Figure 2: Modeling of PCC-dowel interaction. 
 
PLAN VIEW 
CROSS SECTION 
 
Figure 3: 2D finite element mesh of dowel/PCC interaction – fragment around dowel. 
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Figure 4: Typical contours of vertical displacements of concrete around a dowel bar 
(deformation scale factor is equal to 1,000,000. 
 
The tests on doweled pavement joints were conducted in order to look critically at the 
compressive strength requirements for opening to traffic (see Figure 5). They found that critical 
stresses on the interface of the dowel and PCC can be predicted and used with allowable bearing 
stresses to predict strength requirements needed for opening to traffic. It was also found that 
field-cured cylinders protected by a clear plastic bag serve as a good representation of cylinders 
cored from the actual pavement due to the terrarium effect, which helps to prevent moisture loss. 
These cylinders can then be used to predict maturity and early-age compressive strength. 
  
6 
 
Figure 5: Exposed dowel test specimen. 
Equations were then developed to show the correlation between compressive strength of the 
cylinders and beam flexural strength tests to estimate flexural strength in the concrete. This 
correlation was found to be: 
 
f’r = 2.248 f’c2/3 R2= 0.8365     (Crovetti and Khazanovich 2005)   
 
In addition, they concluded that doweled PCC pavements using 1.25-inch dowels should require 
a minimum opening compressive strength of 3,000 psi in order to prevent excessive bearing 
stresses. For doweled pavements utilizing 1.50-inch dowels, the required opening compressive 
strength may be reduced based upon pavement design characteristics. This results in a 
compressive strength ranging from 2,300 to 2,750 psi for a 10-inch slab on a 6-inch aggregate 
base.  
Roesler et al. also looked at the structural factors of opening time to traffic (Roesler et al., 2000).  
As part of this study a compilation of opening strengths and strength data for fast-track projects 
were provided as can be observed in Table 1. Acknowledging that flexural fatigue cracking is the 
main concern with early opening to traffic, the study also listed the recommended opening 
flexural strengths for a variety of pavement features (see Table 2), concluding that a minimum 
flexural strength for all pavements was 300 psi.  
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Table 1: Opening strengths and other data for fast-track paving projects (Roesler et al., 
2000). 
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Table 2: Recommended flexural strength (psi) for opening (Roesler et al., 2000). 
 
 
Van Dam et al. also looked at the structural considerations for guidelines with respect to 
durability, material, proportioning, testing, and construction for early opening to traffic 
rehabilitation (Van Dam et al. 2005).  As part of this study, the state highway agency 
specifications for early opening materials were evaluated and organized in groups of 6-8 hour 
opening (see Table 3) and 20-24 hour opening (see Table 4). It can be observed that there is not 
only a large variation from state to state in terms of mix proportioning, but also in metrics (time 
and/or strength) and cut-off specification values used as the criteria for opening. 
  
9 
Table 3: State highway agency specifications for 6 to 8 hour opening (Van Dam et al., 
2005). 
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Table 4: State highway agency specifications for 20 to 24 hour opening (Van Dam et al., 
2005). 
 
 
The study concluded that designing and constructing both durable 6 to 8 hour and 20-24 hour 
early opening concrete pavement was feasible.  However, the proportioning and construction of 
such pavements were deemed to be particularly challenging.  Since that study did not look at 
testing methods that could be applied in both the laboratory and field, there were no conclusions 
with regard to whether or not this challenge was met to allow for the benefits of early opening to 
traffic.  This highlights the need for methods capable of nondestructively monitoring the 
consistency and construction of early opening strength pavements, which is the subject of the 
next section. 
2.2 Field and Laboratory Testing 
2.2.1 Maturity Method 
Maturity is a measure of how far the hydration reaction has proceeded and can indicate how 
much strength the concrete has gained.  A strong correlation has been found between maturity 
and flexural strength development (Olek et al 2003).  Both time and temperature affect the 
maturity of the concrete.  The example, shown in Figure 6, shows that if one specimen of a given 
concrete mix is cured at a lower temperature and another is cured at a higher temperature, they 
should both have equal strength once they have reached the same level of maturity (Nelson 
2003).   
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Figure 6: Two samples of the same concrete mix cured at different temperatures will reach 
the same strength level at the same maturity level (from Nelson 2003). 
 
As mentioned above, maturity can be quantified based on time if the hydration properties of the 
mix are known.  Maturity can also be quantified based on temperature because the hydration 
reaction has a distinct temperature versus time curve, see Figure 7.   However, in recognition that 
maturity is a function of both temperature and time (Smith 2005), maturity is typically quantified 
in degree-days or degree-hours (see Figure 7 and Figure 8). 
 
 
 
Figure 7: Curve of temperature versus time in the cement hydration cycle (from CP Tech 
Center 2007). 
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Figure 8: Relation between maturity, time, and temperature (from Olek et al 2003). 
The Nurse-Saul maturity relationship is the generally accepted method for calculating maturity 
based on both time and temperature.  This relationship takes the form of (Crawford 1997, ACPA 
2002): 
𝑀𝑀 =  �(𝑇𝑇𝑎𝑎 − 𝑇𝑇0)∆𝑡𝑡 
Where:  
 M = maturity (time-temperature factor) at age t 
 Ta = average concrete temperature during time interval Δt 
T0 = temperature datum, typically taken as -10°C (Carino 2004) 
 Δt = time interval 
While the Nurse-Saul equation is quite simple, it does have a few disadvantages.  It is not as 
adept at predicting maturity as other methods when a wide range of curing temperatures is 
considered.  Additionally, the Nurse-Saul equation assumes that strength gain of concrete is a 
linear function, which may not be the case (Carino 2004).  However, the simplicity of this 
equation has made it quite popular despite its disadvantages and it is an accepted function in the 
maturity testing specification ASTM C1074 (ASTM 2005).   
Another means of computing maturity is through use of the Arrhenius method, which estimates 
maturity in terms of an equivalent age, or equivalent duration of curing at a reference 
temperature required to produce the same level of maturity as curing at the actual temperature. 
The Arrhenius equation is given by: 
 
𝑡𝑡𝑒𝑒 = � exp �−𝐸𝐸𝑅𝑅 � 1273 + 𝑇𝑇𝑎𝑎 − 1273 + 𝑇𝑇𝑟𝑟�� ∆𝑡𝑡 
 
Where: 
 te = equivalent age at reference curing temperature 
 E = activation energy in J/mol 
 = 33500 for T ≥ 20°C 
 = 33500 + 1472(20 - T) for T < 20°C 
 R = university gas constant = 8.3144 J/(mol K) 
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 Ta = average concrete temperature during time interval Δt, in °C 
 Tr = reference temperature, in °C 
Δt = time interval 
Though this method is decidedly more complicated than the Nurse-Saul equation, it also 
produces better results (Carino 2004).  It is also an acceptable means of computing maturity 
under ASTM C1074 (ASTM 2005).  To use the maturity method, a strength-maturity 
relationship (also called a maturity calibration curve) must be developed for each mix.  This 
involves casting 12-15 beams or cylinders for each mix to be used and outfitting some of them 
with temperature probes. Once the specimens have been cured, the ones without the probes are 
tested at various times to determine their flexural or compressive strength and the temperature of 
the probed specimens is recorded at that time. From these measurements, the maturity is 
computed and a maturity curve is constructed, see Figure 9 (Smith, 2005).   
The maturity of the specimen can be computed from the maturity curve using Simpson’s 3/8th 
rule (Olek et al. 2003): 
𝑀𝑀𝑀𝑀𝑡𝑡𝑀𝑀𝑀𝑀𝑀𝑀𝑡𝑡𝑀𝑀 =  Σ𝑇𝑇𝑇𝑇𝑇𝑇 = ��𝑡𝑡𝑡𝑡𝑡𝑡𝑡𝑡𝑖𝑖 + 𝑡𝑡𝑡𝑡𝑡𝑡𝑡𝑡𝑖𝑖+12 + 10� ∗ (𝑀𝑀𝑎𝑎𝑡𝑡𝑖𝑖 − 𝑀𝑀𝑎𝑎𝑡𝑡𝑖𝑖+1) 
Where:  
 ΣTTF = cumulative maturity at a particular age 
 tempi = initial temperature in time interval i 
 tempi+1 = final temperature in time interval i 
 agei = initial age of the specimen at the beginning of interval i 
 agei+1 = final age of specimen at the end of interval i 
If any changes are made to the concrete mix during the project (such as a change in material 
suppliers, different batching, etc.), new testing must be conducted to construct new maturity 
curves.   
 
Figure 9: Sample maturity curve (from Nelson 2003). 
 
The effect of concrete mix design parameters on maturity measurements was investigated by 
Rohne and Izevbekhai in 2009. The results from their testing can be seen in Figure 10 and Figure 
11 below.  Figure 10 shows the maturity flexural strength curves, while Figure 11 shows 
maturity compressive strength curves for varying concrete mixes. The concrete mixes utilized 
14 
two different cements and two fly ashes with the same w/c ratio for all mixes. As can be seen 
from the figures, there are only slight variations in the maturity curves.  
 Concrete pavements often experience flexural failure, thus the flexural strength which develops 
within the concrete during the early hours of setting is crucial. Using the maturity method to 
determine this flexural strength is advantageous in that it gives a good representation of the 
strength compared to the subjected stresses. Although most research available focuses on 
maturity curves using compressive strength tests, comprehensive flexural strength and maturity 
correlations curves were also developed by Wilde.  Several of these relationships are given in 
Figure 12 (Wilde 2013). 
 
 
Figure 10: Flexural strength vs. maturity (Rohne and Izevbekhai 2009). 
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Figure 11: Compressive strength vs. maturity (Rohne and Izevbekhai 2009). 
 
 
Figure 12: Flexural strength vs. maturity (Wilde 2013). 
 
While maturity is a powerful tool, there are some complications with this type of testing.  Having 
to construct a maturity curve for each mix considered is one drawback to maturity testing.  Other 
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disadvantages include occasional problems with matching laboratory cured specimen curing 
conditions, assumed datum temperatures, and activation energies with the particular concrete 
mixture placed in the field.  Additionally, if temperatures are high at early ages, predictions of 
long-term strength gain can be incorrect.  Maturity testing also cannot show if errors have been 
made in the placement, consolidation or curing of the concrete (NRMCA 2006).   
2.3 Active Nondestructive Testing Methods 
To address some of the complications with passive methods such as maturity, active 
nondestructive testing methods should be conducted to provide supplemental information.  These 
active methods are capable of testing large areas of in-situ pavement without damaging the 
structure through the use of non-intrusive signals.  Common nondestructive evaluation 
techniques that have the potential to provide this complementary information include ground 
penetrating radar (GPR), electromechanical impedance methods, sounding methods such as 
chain dragging, impact echo, spectral analysis of surface waves, ultrasonic pulse velocity (UPV), 
ultrasonic pulse-echo, ultrasonic wave reflection, and ultrasonic tomography.  Discussion of the 
state-of-the-art and limitations of each of these methods is given in this section. 
2.3.1 Ground Penetrating Radar (GPR)   
Ground penetrating radar (GPR) transmits electromagnetic waves into the test medium and the 
reflection of those waves at interfaces of different dielectric properties gives information about 
changes in the test medium.  The wave speed is dependent on the dielectric properties of the 
material, and can be used with various signal interpretation methods to determine the target 
depth (Cao et al. 2008; Cao et al.; 2011; Cao 2011; Abdallah,2009; Clemena 1991; Economou et 
al. 2012; Louliza et al., 2001; Maierhofer, 2003; Plati et al., 2012; Scott et al., 2000).  GPR has 
been applied in the past for detection of reinforcement corrosion (Arndt, 2011; Clemena et al., 
1992), inspection of bridge deck pavement (Belli et al 2008), structural assessment (Benedetto et 
al., 2012; Catapano et al., 2012), highway pavement structure characterization (Maser, 1996; 
Maser, 2000; 1996; Maser, 2008; Maser et al. 1990; Morey, 1998; Scullion et al., 1995), airport 
pavement assessment, (Moropoulou et al., 2002), concrete thickness (Davis et al., 2005, Cao et 
al., 2011; SAARENKETO et al., 2000), and identification of delamination in concrete pavements 
(Li et al., 2008). 
GPR was considered for use since MnDOT owns several equipment and the material 
properties are theoretically related to the dielectric constant of the early age concrete that can be 
measured using GPR.  However, since water content has a much larger effect on the composite 
PCC properties (Arndt, 2011) than strength, the information provided by GPR would need to be 
normalized for proper use. Figure 13 shows a MnDOT owned and operated 2.6 GHz ground-
coupled antenna and example output as well as an example output of GPR where parabolic 
reflections can be observed due to the presence of dowel bars (Cao et al., 2011).  The surface of 
the concrete in the GPR outputs appears flat because the antenna is in continuous contact with 
the surface while being dragged.   
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Figure 13: Ground coupled GPR and example output at a transverse joint. Downward 
hoop signals indicate dowel bars or reinforcement. 
GPR can also be operated using air coupled antennas such as the one shown in Figure 14. Past 
studies show that GPR is capable of achieving high speed measurements of pavements although 
the accuracy reduces with higher speeds and detecting non-uniform cracks is difficult (Griffiths 
et al., 1999).  GPR is highly sensitive to environmental conditions since water has a high 
dielectric constant, therefore moisture conditions have a large effect on GPR signals (Scott et al 
2003; Griffiths et al., 1999). 
 
Figure 14: Air coupled step-frequency GPR mounted on a van for high speed 
measurements. 
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2.3.2 Electromechanical Impedance 
Providakis, Liarakos and Kampianakis (2013) focused on nondestructive monitoring of strength 
gain using an electromechanical impedance sensing system. Small PZT patches were used to act 
as actuators to monitor the changes in electrical impedance of the structure being tested. A chip 
used to measure impedance was placed inside a Teflon enclosure in order to facilitate signal 
processing. The findings from these tests were centered on a metric called the Root Mean Square 
Deviation (RMSD), which can be co
∑
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, where Z(ωn) is the 
real part of impedance of the nth frequency of a specific day and Z0(ωn) is the resistance of the 
nth frequency of the 3rd hour of the concrete curing process. 
 
It was found that the rate of change of the RMSD, divided by the elapsed time, peaks somewhere 
in the 9-12 hour range. This peak is then followed by a sudden decrease and then a constant 
value is reached up to the 28th day (Providakis et al 2013). These trends allow for a possible 
method of predicting setting time of concrete in a nondestructive way.  
2.3.3 Conventional impact echo (IE)   
 Conventional impact echo (IE) is one commonly used elastic wave based method (see Figure 
16) involving generation of compression, shear, and Rayleigh waves using a mechanical impact 
at the surface (Schubert et al., 2001).  The waves, reflected from internal changes in acoustic 
impedance or external boundaries and recorded on the surface where the impact was generated, 
give information about the structure using signal interpretation techniques normally based on 
spectral analysis (Scott et al., 2003).  
 
Figure 15: Schematic illustration of the IE test (Scott et al 2003). 
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If the propagation velocity is assumed, the frequency spectrum can be used to determine the 
depth of the discontinuity or thickness of the material using the relationship given below (Scott 
et al 2003, Schubert et al., 2008): 
 D = Cp
n∗f
                                                                                                                                         
 
Where D is the depth of the discontinuity, f is the resonant frequency between the impact and the 
discontinuity, Cp is the pressure wave (p-wave) velocity, and n is assumed to be 2 according to 
the full travel path to the reflecting interface and back.  An n=2 factor is generally valid for most 
cases that impact echo is used for such interfaces with very large impedance mismatch between 
the two materials like concrete/air interface (Schubert et al., 2008; Schubert, 2001).  Figure 16 
shows a typical conventional impact echo setup with a round metal ball used to create the impact 
(Carino, 2001; Sansalone, 1997).  IE is capable of detecting planar layer interfaces, which can be 
used for thickness determination or the detection of other plate-like inclusions.  Testing with this 
method can be time consuming and only allows for one signal pair to be sent and received per 
scan.  With only one mechanical impact signal and analysis methods that require multiple 
reflections at the same boundary using frequency domain analysis, there are difficulties in 
evaluating the complex geometries required for irregular flaw detection (Carino, 2001; Schubert, 
2008; Schubert, 2003).  Novel evaluation techniques and hardware such as air coupled impact 
echo, have been developed to allow for more productive measurements and multiple 
measurement pairs (Borwick, 1990; Buckley, 1999; Popovics, 2012; Zhu et al., 2002; Zhu et al., 
2007). While this method has typically been used to detect structural discontinuities or flaws in 
PCC using an assumed or core determined PCC velocity, it can be observed from the equation 
that velocity (and thus potentially strength gain) can be determined using this method if the 
structure thickness is assumed to be constant.  While this method is attractive since it 
incorporates material properties throughout the depth, this method would require a low 
variability in the thickness to produce accurate results.  In the case of concrete pavements, the 
typically achieved variability can cause errors in the velocity calculation when using this method.      
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Figure 16: Impact echo setup with a steel ball mounted on a steel spring rod (Carino, 2001). 
2.3.4 Spectral Analysis of Surface Waves (SASW) 
Spectral analysis of surface waves (SASW) is another acoustic based method.  The dispersion of 
Rayleigh waves gives information about the material in which it propagates. This method has 
been used for applications such as estimating concrete pavement stiffness and other properties 
(Krstoluvic-Opara et al. 1996; Cho, 2003; Gucunski et al., 1992).  The surface displacements 
recorded by displacement transducers from various wave frequencies from mechanical impacts 
are analyzed using the setup shown in Figure 17.  Complex geometries or non-planar defects can 
be difficult to analyze using this method (Park et al., 1999; Stokoe et al., 1994). 
 
 
Figure 17: Schematic of the SASW (Gucunski, Soil Dynamics, 1992). 
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2.3.5 Ultrasonic Pulse Velocity   
Ultrasonic pulse velocity (UPV) is an elastic wave based method where the impulse is emitted 
and received directly by an ultrasonic transducer (Popovics et al., 1992).  Figure 18 shows 
various transducer pair setups used for UPV testing, where the direct arrival is received (a) on 
the opposite side, (b) at an angle, or (c) along the surface.  For concrete pavement applications 
with only one-sided access such as field testing for early opening in this project, the setup shown 
in Figure 18 (c) is often the only applicable measurement type.  
a b
c
 
Figure 18: Various sending and receiving positions for UPV testing (Adapted from 
International Atomic Energy Agency, 2002). 
 
The direct arrival of the elastic wave of interest (P-wave in this example) is used to determine the 
wave velocity by simply taking the distance traveled divided by time of propagation: 
 
𝐶𝐶𝑝𝑝 = 𝐿𝐿𝑇𝑇                                                                                                                                          
 
Where L is the path length, and T is the time taken by the pulse to traverse that length.  
Conventionally, the pulse is transmitted into and received from the concrete using a liquid 
coupling material such as grease or cellulose paste to transfer the vibration to the concrete and 
back.  This process can be time consuming and often confines UPV testing to laboratory and/or 
testing of samples rather than on-site concrete pavement testing.  
Graveen proposed measurement of P-wave velocity as a supplement to increase the overall 
confidence of the maturity-based estimate of concrete strength (Graveen 2001). Figure 19 shows 
the testing setup used at that time required for calculation of the compression wave velocity.  It 
can be observed that the measurement required time-consuming application of fluid couplant to 
allow for transmission and reception of the wave.  In this method, the measurement set-up had to 
be repeated at 2.36, 4.72, 7.09, 14.2, and 16.5 in. to obtain consistent results.  Despite the 
problems with speed and coverage with the method, the study showed that “the correlation of the 
P-wave velocity to concrete strength is supported by the similarity between the strength-age 
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relationship and the P-wave velocity-age relationship” for field tests, and reducing error in the P-
wave velocity measurements would increase the confidence in the reported P-wave velocity.  
 
Figure 19: Surface transmission pulse velocity (Graveen 2001). 
The relatively recent technological advances in dry point contact (DPC) transducers provide a 
lower frequency, higher power impact without the need for liquid coupling.  DPC transducers, 
manufactured by Acoustic Control Systems, are capable of transmitting low frequency elastic 
waves (30 kHz to 150 kHz) allowing for ultrasonic methods that can penetrate greater distances 
in pavement applications (Nesvijski, 1997; Liang et al., 2009; Moheimani, 2003; Nesvijski, 
1997; Vladisauskas et al., 2011; Vladisauskas et al., 2010; Dutoit, 2005).  The “touch and go” 
measurements with fixed transducer locations speed up the data collection process and eliminate 
many of the issues with conventional ultrasonic testing as applied to concrete structures.  Figure 
20 shows an ultrasonic pulse velocity (UPV) device that was one of the first applications of these 
types of transducers for pavement applications (Khazanovich et al., 2005). 
 
 
Figure 20: UK1401 ultrasonic pulse velocity device (Khazanovich et al., 2005). 
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2.3.6 Ultrasonic Wave Reflection 
The ultrasonic wave reflection method involves measuring the reflection coefficient of shear 
waves between a steel plate and the concrete pavement. The reflection coefficient is a ratio 
dependent upon density and wave velocity of the two materials; essentially representative of the 
change in amplitude between the two reflections. The reflection coefficient is equal to one when 
the PCC is in a liquid state because shear waves cannot be transmitted through liquids. The 
reflection coefficient decreases as the PCC hardens and eventually stabilizes at a final value. 
This coefficient is governed by the dynamic shear modulus- a value that is based upon the level 
of hydration present.  
Curing temperature differences have been seen as a weakness of the maturity method, but the 
wave reflection method was not affected by these changes. As a result of their testing, a power 
law function was found to model the relationship between reflection loss and compressive 
strength. This function can be seen below. This function was found to be valid from 9 hours to 
3.5 days after casting. Here, S is equal to the compressive strength and RL is the measured 
reflect
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use compressive strength is also dependent upon hydration, it is thought that the 
ressive strength and reflection coefficient can be compared due to this common 
ndence. Tests by Voigt, Akkaya, and Shah proved that wave reflection measurements are 
repeatable and predictable for final value of reflection loss for mortar. However, these 
measurements are not able to be predicted for concrete because of the presence of aggregates at 
the local level (Voigt, 2003 and 2005). A relationship between strength and reflection loss was 
determined as follows: 
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 t, m is the slope of the strength to change in 
reflection loss relationship, and t  > ts.  After this relationship is determined, prediction of 
compressive strength gain can be highly accurate. However, in order for this relationship to be 
properly predicted, results from compression tests performed within the first 24 hours must be 
performed and utilized. The results from the testing done by Voigt, Akkaya, and Shah can be 
seen below in Table 5 (Voigt et al 2003). 
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Table 5: Parameters of relevant relationships (Voigt et al 2003). 
 
Further research on reflection loss was done by Voigt and Shah, along with Sun and Reinhardt. 
While most other research has been done solely on S-waves, this project included the use of P 
waves to determine if the wave transmissions could be used to monitor the concrete hardening 
process. In addition to the ultrasonic measurements, penetration resistance and chemical 
shrinkage were measured. P wave velocity was seen to increase although no change in setting 
behavior occurred. However, the point of inflection in the curve of P-wave velocity versus age 
coincided with the time of increase of penetration resistance. So while p-wave velocity changes 
do not necessarily signal changes in strength, the overall trend of rate of p-wave velocity can be 
useful in prediction of concrete strength. Increase in reflection loss was also seen to coincide 
with an increase in temperature, but it should be noted that p-wave velocity was seen to be less 
dependent on the time of temperature increase. Based on these observations, it was concluded 
that p-waves are affected by the formation of hydration products. However, this has no influence 
on early stiffening of concrete. It was also seen that the maximum temperature is reached when 
the reflection loss curve reaches its maximum rate of increase. In comparison to the shear wave 
test results that have been discussed, p-wave velocity was found to be related to Young’s 
modulus and not to the shear modulus (Voigt et al 2005). 
 
Voigt and Shah did further research focusing on the effect of water-cement ratios on the 
reflection loss method. They utilized three ratios ranging from 0.35-0.6, again seeing a bilinear 
relationship between reflection loss and compressive strength with high R2 of 0.97 and above. In 
all cases, the early stage of setting showed a lower slope than the later portion. Regarding the 
effect of w/c ratios, the transition time between the two linear functions was earlier for the lower 
ratios. A linear relationship was also found between degree of hydration and reflection loss. For 
this relationship, higher slopes were seen when the w/c ratios were lowest (Voigt and Shah 
2013). The early hydration period has also been the focus of some research, requiring the 
presence of a high impact resistance polystyrene (HIPS) as a buffer. This buffer has very similar 
acoustic impedance to cement paste, providing more reliable setting measurements of early age 
paste. Various chemicals solutions were tested in order to take a closer look at the stability of the 
buffer using ultrasonic wave reflection. Figure 21 shows the effect of buffer type on ultrasonic 
wave reflection measurements (Chung et al 2010).  It can be observed that HIPS experiences a 
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greater dip in reflection coefficient than stainless steel and that these differences are most 
dramatic during the early hours of settlement. The results of this research showed that using a 
HIPS buffer results in the ability to determine P and S-wave reflection response at very early 
ages. 
 
 
 
Figure 21: Reflection coefficient versus time (Chung et al 2010). 
2.3.7 Ultrasonic Linear Array 
While the traditional ultrasonic pulse velocity measurements and ultrasonic wave reflections 
provide useful information as described above, the ultrasonic array technology provides an 
opportunity to mitigate the issues with limited transducer pairs, signal variability, and sensor 
positional shift instability, using a self-contained arrangement of sending and receiving 
transducer pairs at set spacing.  Ultrasonic testing is typically conducted between 750 kHz to 100 
MHz, with a wide range of applications in both biomedical and industrial fields (VonRamm, O. 
T., 1976; Blouin et al., 1998; Minalga et al. 2012; Guzina et al., 2004; Liu, 2008; Lue, 2008; 
Rupitsh, 2006; Song, 2002; Spies et al., 2002).  These types of systems use an array of elements 
within a single relatively large transducer to provide spatial diversity.  Figure 22 shows an 
example ultrasonic phased array setup from (a) 1976 and (b) 2012, with elements phased within 
a linear array to focus the emitted wave (VonRamm, O. T., 1976; Minalga, 2012). 
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(a) VonRamm et al., 1976 (b) Minalga et al., 2013
 
Figure 22: Transducer array technology for biomedical use adapted from (a) VonRamm et 
al., 1976, and (b) Minalga et al., 2012. 
To allow for testing of heterogeneous materials such as PCC in the field, DPC transducers, 
similar to the UPV device shown in Figure 20, are used which eliminates the need for a manual 
mechanical impact.  This allows for transducer arrays with multiple angles of transmission and 
reception that can be used to also address some of the reliability issues dealing with conventional 
impact echo or UPV discussed previously (Shubert et al., 2008).  This arrangement allows the 
transducer spacing to be reduced for higher precision measurements.  Two versions of DPC 
ultrasonic array technology are shown in figures 23 and 24.  The A1220, shown in figure 23, 
consists of sets of 12 emitting transducers and 12 receiving transducers.  MIRA, shown in figure 
24, consists of a linear array of 40 sending and receiving transducers arranged in 10 channels of 
4 transducers.   
 
 
Figure 23: A1220 ultrasonic pulse-echo device. 
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Figure 24: MIRA ultrasonic linear array device with a handle designed at the University of 
Minnesota for more productive measurements on pavement systems. 
As observed in Figure 24, shear waves are emitted and received by multiple transducer pairs 
allowing for multiple incident angles and consistent analysis of elastically heterogeneous 
material such as concrete.  MIRA incorporates 10 channels, each composed of four transmitting 
and receiving DPC transducers in a linear array. This linear array operates in a multi-static 
nature, allowing for 45 transmitting and receiving impulse time-history measurements.   
 
The spacing between adjacent transducer channels is 40 mm (1.6 in.).  Thus, horizontally spaced 
measurement pairs in each MIRA scan include nine pairs at 40 mm (1.6 in.) spacing, eight pairs 
at 80 mm (3.1 in.) spacing, seven pairs at 120 mm (4.7 in.) spacing, six pairs at 160 mm (6.3 in.) 
spacing, five pairs at 200 mm (7.9 in.) spacing, four pairs at 240 mm (9.4 in.) spacing, three pairs 
at 280 mm (11.0 in.) spacing, two pairs at 320 mm (12.6 in.) spacing and one pair at 360 mm 
(14.2 in.) spacing.  Each of the probes can act as either receiver or transmitter with a typical 
operation ultrasonic frequency of the 50 kHz.  The device records shear-wave impulse time-
histories from 45 transmitting and receiving transducer pairs in each measurement.  Figure 25 
shows one of the 45 impulse time-history pairs from an example measurement.  Figure 26 shows 
a schematic that would cause this type of impulse response.  Various versions of this ultrasonic 
linear array technology have a default calibration mode as well as reconstruction tools (Botolina 
et al., 2012; Shi et al., 2009; Bishko, 2008; Mayer et al., 2008; Nesvijski, 2000; Nesvijski, 2003; 
Sokolov, 2003).  However, analys
Ψ
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Figure 25: Example impulse time history from a transducer pair, Ψ_4, 9 (t) from emitting 
channel 4 to receiving channel 9 (200 mm spacing). 
 
 
Boundary Reflection
Direct Surface Arrival
Figure 26: Schematic of direct and reflection arrivals. 
This device can be used for various nondestructive subsurface diagnostic applications including 
dowel and tie bar misalignment (Hoegh et al., 2011), poor consolidation and non-uniformity 
(Hoegh et al., 2012a), de-bonding between layers (Hoegh et al., 2012c), horizontal delamination 
(Hoegh et al. 2012b; Hoegh et al., 2013), pavement thickness (Vancura et al., 2013), and joint 
deterioration and spalling or poor consolidation around dowels (Hoegh et al. 2012c; Hoegh et al., 
2013).  In addition to providing ultrasonic reflection information, the direct arrival of the 
multiple channels provides the UPV information as well.   Figure 27 shows the results of beam 
and slab measured velocities at various concrete ages for the same concrete mix.  It can be 
29 
observed that there is a very good agreement between the beam and slab velocities at various 
early ages.  The monotonic relationship is positively correlated with concrete age.  This along 
with maturity measurements should provide extremely accurate, while practical, estimate of 
concrete properties. 
 
 
Figure 27: Ultrasonic Array measured shear wave velocities for concrete beams vs. slabs at 
various concrete ages. 
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Chapter 3: Laboratory Testing 
Four total rounds of laboratory tests were performed. The first was performed in April of 2014 
involving air curing of the beams and loading to 80% of day 1 strength. The second round of 
testing was performed in July of 2014 and was identical to the first round with the exception of 
curing conditions. The beams for the second round of testing were wet cured in a curing tank. 
The third round of testing was performed in August of 2014. This round of testing involved the 
same wet curing method used for round two but the beams were loaded to 80% of the strength 
reached on the day of loading rather than 80% of day 1 strength. The round three loading 
protocol accounted for the strength gain. The fourth round of testing was conducted in March of 
2015 and involved the use of cyclic loading to 65-80% of the strength of that particular day. A 
curing compound was utilized rather than air or wet curing.  MIRA readings were taken for all 
four rounds, maturity sensors were used for the first two rounds, and P-wave velocity 
measurements were obtained for the fourth round of testing. Table 6 summarizes the four rounds 
of testing.  
Table 6: Summary of laboratory trials. 
 
Round Date Number of Specimens Curing Condition
1 4/1/14 20 beams, 30 cylinders* Air Curing Beams were loaded to 80% of the average Day 1 strength- 3400 lbs
2 7/14/14 22 beams, 1 cylinder** Water Curing Beams were loaded to 80% of the average Day 1 strength- 2700 lbs
* Cylinder results were inconclusive, focus was on beams for the remainder of the project                                                                                                       
** One cylinder was poured in order to embed the maturity sensor, no testing was done on this specimen
8/25/14
3/2/15 12 beams Curing Compound Beams were loaded to 65-80% of the strength on loading day via cyclic 
loading- loading value increased each day
Loading Protocol
3 25 beams Water Curing Beams were loaded to 80% of the strength on loading day- loading 
value increased each day
4
 
3.1 General Lab Procedures 
3.1.1 Lab Processes  
3.1.1.1 MIRA Reading Process 
Two calibration readings were taken on the top surface of each beam. In scan mode, the top 
surface of each beam was again scanned and this was repeated a second time. The beams were 
then rotated so the left side was facing up, and the process was repeated. This was repeated again 
for the right and bottom side facing up. 
3.1.1.2 Beam Testing Process 
Support locations were marked on the beams 6” between each top support and 18” between the 
bottom supports. The beam was positioned in the machine so that the numbered end of the beam 
was facing towards the front of the machine. The two sides that come into contact with the 
loading supports were clean sides of the beam, not the finished side. A loading rate of 30-50 lb/s 
was used for the load control rounds (Rounds 1-3) while a rate of 0.01 microns/second was 
utilized for the last round of testing which utilized a displacement controlled machine. This 
displacement rate yielded a load rate of approximately 30-50 lbs/sec. A displacement-controlled 
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testing device was used for the last round because of the need to utilize cyclic loads for long 
durations. This loading scenario was not possible with the original testing machine and therefore 
a different machine needed to be used which was able to run overnight with a computer 
controlling the load continuously.    
3.2 Round 1 Testing- Air Cured Samples 
On April 1st, 2014, 30 cylinders and 20 beams were poured beginning at 10AM using concrete 
provided by a ready-mix company in the MSP metro area in accordance with the mix design 
outlined in Table 7. A slump test following ASTM C143 was performed, as well as air content 
measurements according to ASTM C231. The cylinders and beams were both poured in 
accordance with ASTM standard C192. After the pour was completed, the specimens were 
covered with plastic and left to air cure. Table 8 below summarizes the loading protocol that was 
followed. The cylinders followed a similar loading plan, but the results were inconclusive. As a 
result, future rounds of testing only involved the loading of beams. 
Table 7: Concrete Mix Design 
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Table 8: Round 1 loading summary. 
 
Beam Day 1 Day 2 Day 3 Day 7 Day 28
101*
102 Load to 80% of 119 Load to 80% of 119 Load to 80% of 119 Break
103*
104
105
106
107
108
109
110
111
112
113
114
115
116
117
118 Load to 80% of 119 Load to 80% of 119 Load to 80% of 119 Load to 80% of 119 Break
119
Break to 
Determine Day 1 
Strength
120
* Beams 101 and 103 broke due to machine error. Beam 118 was the replacement
Extra Beam with Maturity Sensor
Extra Beam
Extra Beam
Load to 80% of 119 
Strength
Load to 80% of 119 
Strength
Load to 80% of 119 
Strength
Load to 80% of 119 
Strength Break to 
Determine 28 
Day Strength
 
3.2.1 Results 
Figure 28 shows the break strength of beams which were loaded for the first time on varying 
days. The results showed a reduction in break strength in beams which were previously loaded 
before Day 28.  
 
33 
 
Figure 28: Flexural Strength versus first day of load application. 
Figure 29 shows the decrease in ultimate strength vs. the day of first loading.  It can be observed 
that the beams loaded on day 1 exhibited the largest drop in strength, and those loaded at 2, 3, 
and 7 days showed a slight drop in strength versus the 28 day strength. Those loaded at 2, 3, and 
7 days all exhibited about a 5% reduction in strength which appears to indicate that after day 2 
there was no further drastic reduction in strength.  
 
 
Figure 29: Percent decrease in flexural strength versus first day of loading. 
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The strength reduction at the time of first loading versus maturity and velocity can be observed 
in Figures 30 and 31, respectively. Figure 30 also shows the strength gain with respect to 
maturity. It can be observed that the strength reduction trends corresponded to the maturity and 
velocity trends.  
 
 
Figure 30: Percentage decrease in strength versus maturity. 
 
Figure 31: Percentage decrease in strength versus velocity. 
35 
Figure 32 shows preliminary shear wave velocities observed on the bottom surface of the beams, 
acquired via the use of MIRA.  It can be observed that there is velocity variation from beam to 
beam.  Analysis of the beam to beam changes at various days of testing show that these trends 
seem to be a function of the initial conditions (e.g. a larger velocity at day 1 corresponds to a 
larger velocity in subsequent days and vice versa).  Four important conclusions can be drawn 
from this trend: 
1. Workmanship of the beam preparation affects beam quality  
2. The initial curing conditions within the first 24 hours are critical  
3. Use of velocity soon after construction has a potential to detect relative adverse curing 
conditions early in a project 
4. It is important to evaluate changes in velocity versus the initial measurement rather than 
making absolute comparisons to isolate the effect of loading or other factors occurring 
after 24 hours. 
 
 
Figure 32: Velocity variation from beam to beam at various ages. 
 
Figure 33 shows the maturity versus time plot for the four specimens with embedded sensors. As 
can be seen, the results from the four sensors were very similar in both trend and magnitude. 
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Figure 33: Maturity versus time. 
Maturity and shear wave velocity trends have also been analyzed. Figure 34 shows the 
correlation between maturity and shear wave velocity for a representative sample of beams. 
 
 
Figure 34: Velocity versus maturity. 
Figure 35 shows the maturity versus velocity at days 1, 2, 3, 7, and 28.  It can be observed that 
the velocity was more sensitive to the early changes in hydration. 
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Figure 35: Maturity versus velocity at days 1, 2, 3, 7, and 28 from the first round of testing. 
3.3 Round 2 Testing – Water Cured Samples 
3.3.1 Testing Outline 
On July 14th, 2014, 22 beams and 1 cylinder were poured beginning at 10AM using concrete 
provided by a ready-mix company in the MSP metro area. A slump test following ASTM C143 
was performed, as well as air content measurements according to ASTM C231. The cylinders 
and beams were both poured in accordance with ASTM standard C192. After the pour was 
completed, the specimens were covered with plastic and left on-site for the night. At 8AM on 
July 15th, the beams were all removed from their molds and taken to the lab. Table 9 below 
summarizes the loading protocol that was followed. The beams were placed in a curing tank once 
the loading and MIRA measurements for Day 1 were completed. For all subsequent days of 
testing, the beams were removed from the tank one hour prior to testing and re-submerged after 
testing was complete. 
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Table 9: Round 2 loading summary. 
 
 
Beam Day 1 Day 2 Day 3 Day 7 Day 28
201
202
203
204
205
206
207
208
209
210
211
212
213  
214
215
216
217
218
219
220
221
222
Load to 80% of 
220-222 Avg. 
Strength
Break to 
Determine Day 1 
Strength
Break to Determine 
Day 2 Strength
Load to 80% of 220-
222 Average 
Strength
Break to Determine 
Day 7 Strength
Break for 
28 Day 
Strength
Load to 80% of 220-
222 Average 
Strength
Load to 80% of 
220-222 Average 
Strength
3.3.2 Results 
Figure 36 shows the break strength of beams which were loaded for the first time on varying 
days. The flexural strength did not show any significant change due to early loading as can be 
observed by the figure.  This suggests that the reduction in strength from early loading observed 
in the first round is not always observed, and is presumably a function of the conditions during 
placement and the curing process. 
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Figure 36: Flexural Strength versus first day of load application. 
Figure 37 shows the trend between shear wave velocity and strength. A best fit line shows that 
there is a positive correlation between shear wave velocity measured with MIRA and strength, as 
was previously thought to be the case. This shows that shear wave velocity is a good indicator of 
current strength conditions of concrete.  
 
 
Figure 37: Shear wave velocity versus Flexural Strength. 
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Figure 38 shows the resulting curves for shear wave velocity and ultimate strength development 
over the course of 28 days. As can be seen, the two curves have a similar shape and trend and 
strengthen the theory that shear wave velocity is a good indirect indicator of strength. Figure 39 
shows the shear wave velocity measurements for each beam throughout the first 21 days. Similar 
trends from Round 1 of testing can be seen in that the shear wave velocity seems to level off at 
about day 7.   
 
This round of testing did not confirm trends seen in Round 1 when air curing was utilized. One 
possible explanation for this behavior is due to the strength gain that results from water curing. 
Because water cured samples have a higher strength as time goes on, the beam loading protocol 
that was utilized in Round 2 may not have been sufficient to create appropriate damage levels. A 
subsequent round of testing was deemed necessary in order to answer these questions.  
 
 
Figure 38: Shear wave velocity and flexural break strength over time.   
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Figure 39: Velocity variation from beam to beam at various ages. 
 
3.4 Round 3 Testing – Water Cured Samples (Repeated) 
3.4.1 Testing Outline 
On August 25th, 25 beams were poured beginning at 10AM using concrete provided by the same 
MSP metro area company and poured on-site. A slump test following ASTM C143 was 
performed, as well as air content measurements according to ASTM C231. The cylinders and 
beams were both poured in accordance with ASTM standard C192. After the pour was 
completed, the specimens were covered with plastic and left on-site for the night. At 8AM on 
August 26th, the beams were all removed from their molds and taken to the lab. The beams were 
placed in a curing tank once the loading and MIRA measurements for Day 1 were completed. 
For all subsequent days of testing, the beams were removed from the tank one hour prior to 
testing and re-submerged after testing was complete. The main difference in variables for this 
round of testing is the increase in load before 28 days. In the first two rounds of testing, the 
beams were loaded to 80% of the Day 1 strength. For this round, the beams are loaded to 80% of 
that day’s strength. The loading scheme that was followed for this round of testing can be found 
in Table 10 below. 
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Table 10: Round 3 loading summary. 
 
Beam Day 1 Day 2 Day 3 Day 7 Day 28
301
302
303
304
305
306
307
308
309
310
311
312
313
314
315
316
317
318
319
320
321
322
323
324
325
Break to 
Determine 
Day 1 Strength
Break to 
Determine Day 
2 Strength
Break to Determine 
Day 3 Strength
Break to Determine 
Day 7 Strength
Load to 80% of 
323-325 Avg. 
Strength
Load to 80% of 
320-322 Avg. 
Strength Load to 80% of 318-
319 Avg. Strength
Load to 80% of 316-
317 Avg. Strength Break for 
28 Day 
Strength
 
3.4.2 Results 
Figure 40 shows the break strengths of the beams with respect to the day that they were first 
loaded. There does not appear to be a strong trend with this data, indicating that the early loading 
did not seem to have an effect on the ultimate strength of the beams.  
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Figure 40: Break strength at day of first loading.  
Figure 41 shows the strength of each beam with respect to the shear wave velocity on the day of 
the break. This round shows an even stronger correlation between these characteristics. Figure 42 
shows the relationship between shear wave velocity and strength gain over time. This round of 
testing again showed a stronger similarity in shape and trend to the previous round. These two 
figures show that there is a relationship between shear wave velocity and strength gain, be it an 
indirect correlation.  
 
Figure 41: Shear wave velocity versus Flexural Strength.  
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Figure 42: Shear wave velocity and flexural break strength over time.  
 
Figure 43 shows the shear wave velocity variation for all the beams throughout the first 28 days. 
The same trends and characteristics for this graph from previous rounds were again seen. Shear 
wave velocity seems to level off after day 7, and beams with lower initial shear wave velocities 
continued to have lower relative shear wave velocities as time went on.  
 
 
Figure 43: Velocity variation from beam to beam at various ages. 
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3.5 Round 4 Testing – Curing Compound Samples 
3.5.1 Testing Outline 
On March 2nd, 2015, 12 beams were poured beginning at noon using concrete provided by the 
same MSP metro area provider as utilized previously. A slump test following ASTM C143 was 
performed, as well as air content measurements according to ASTM C231. The cylinders and 
beams were both poured in accordance with ASTM standard C192. After the pour was 
completed, the specimens were sprayed with curing compound. At 9AM on March 3rd, the beams 
were all removed from their molds and the remaining sides were coated with curing compound. 
The beams were loaded according to the protocol outlined in Table 11. This round of testing was 
different from previous rounds in that a curing compound was utilized, and rather than static 
loading, cyclic loading was utilized. Additionally, P-wave measurements were taken whenever 
MIRA readings were taken in an effort to compare the results and applicability of these 
nondestructive technologies.  
 
Table 11: Round 4 loading summary. 
 
 
 
Beam Day 1 Day 2 Day 3 Day 4 Day 7 Day 8 Day 14
401
402
403
404
405
406
407 Break
408 Break
409 Break
410 Break
411 Break    
412
Break for 14 
Day 
Strength
Cyclic Tester Beam
Cylic Load 65-80% of 407
Cylic Load 65-80% of 408
Cylic Load 65-80% of 409
Cylic Load 65-80% of 410
Cylic Load 65-80% of 409
3.5.2 Results 
Figure 44 shows the 14 day flexure break results with respect to the day of first loading. It can be 
observed that the effect of loading time on break strength is not significant at the load levels 
applied in this round of testing.  
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Figure 44: Flexural Strength versus day of first loading.  
Figure 45 shows the shear wave velocity development of each beam over the first 14 days. These 
results confirm those seen in earlier rounds in that there is great change in shear wave velocity at 
early ages. In previous rounds, shear wave velocity was not measured on day 4. With the 
addition of that data set, the results seem to indicate that the shear wave velocity begins to level 
off prior to day 7, but after day 3.  
 
 
Figure 45: Velocity variation for all beams at various ages.  
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Figure 46 shows the shear wave velocity normalized by day 1 velocity over time for the loaded 
and control beams. The relative velocity agrees with the ultimate strength in that, the loading 
time does not affect the results at the load levels applied in this round of testing. 
 
 
 
Figure 46 Normalized shear wave velocity over time for control and loaded beams.  
 
Figure 47 shows the correlation between shear wave velocity at the day of break and the ultimate 
break strength on day 14. Again, a positive correlation is seen between these two values and 
show the possible relationship between shear wave velocity and ultimate strength.  
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Figure 47: Shear wave velocity versus ultimate flexural strength.  
Figure 48 shows the P-wave velocity measurements obtained, using the UK1401 device shown 
in Figure 20, for each beam at various ages. It can be seen that the results are not as conclusive as 
the shear wave velocity relationships. While general trends remain, there are outliers present. For 
example, for Beam 406 the day 14 velocity is lower than all the previous days. This shows that 
the P-wave velocity technique may be a cheaper alternative for applications where accuracy is 
not as important.  For example, this device may be useful in situations where it is suspected that 
some locations may experience extreme levels of variation from the designed strength, where a 
higher variability method such as the UK1401 will be able to make an initial detection at a lower 
cost than the array system. 
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Figure 48: P-wave velocity variation for various ages. 
3.6 Conclusions 
By changing various aspects of the testing protocol in subsequent rounds of testing, the effects of 
variables such as curing and loading duration were investigated. The results of all four rounds of 
strength testing is shown in Figure 49. In the first round of testing, beams that were loaded at 
early ages had lower ultimate strengths than those that were never loaded, especially when 
loaded at day 1. The second round of testing followed the same loading protocols as round 1, but 
water curing was utilized. The results for round 2 were inconclusive. The source of this was 
thought to be the strength gain caused by water curing. The load levels were remaining the same, 
while the strength was increasing more rapidly than in the air curing case, resulting in the beams 
being loaded to less than the 80% goal. To remedy this issue, a third round of testing involved 
breaking beams throughout the loading process and subsequently adjusting the load levels to 
reflect 80% of the current strength. Again, the results were inconclusive. In an effort to more 
properly reflect the loading undergone by pavement due   to traffic, cyclic loading was 
implemented for the final round. The results were inconclusive and showed that loading at an 
early age had no significant effect on ultimate strength. Regardless of curing conditions, shear 
wave velocity increased in a similar shape and trend as strength gain. The results from all rounds 
of testing show that shear wave velocity is a good indirect indicator of strength. The inherent 
variability of the flexure beam tests proved to make it difficult to uncover trends and detect 
correlations when ultimate strength results were examined. The laboratory study provided a 
wealth of information regarding the relationship between flexural strength, elastic parameters, 
and shear wave velocity, which are critical to developing a performance based mechanistic 
criteria. The laboratory study also does not quantify the effect of the damage on pavement 
performance.   
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 Figure 49: Ultimate strength vs. day of first loading for all four rounds of testing.   
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Chapter 4: Field testing 
In this task, field trials were conducted to verify that the measures from the laboratory tests could 
be implemented in a full scale field environment.  In this case, the measures calibrated in the 
laboratory testing rounds described in Task 2, developed through comparisons of maturity and 
velocity with strength development under different loading conditions, can be extrapolated to 
evaluate strength gain in newly constructed pavements.  Since shear wave velocity was the 
primary measure sensitive to early strength gain in the laboratory, it was implemented on several 
field trials described below. 
4.1 October 2013 Testing 
Field tests on I-35 Northbound between County Road 2 and 70 were conducted on October 10th, 
and 17th, 2013 to gather initial measurements and evaluate the testing protocol for field velocity 
data collection on a newly constructed pavement. The mix design for this pavement is shown 
below in Table 12.  
Table 12: October Field Testing Mix Design 
Mix Quantity 
Cement (Type I) 400 lbs/cubic yard 
W/CM Ratio 0.36 
Fly Ash (Class C) 130 lbs/cubic yard 
Water 193 lbs/cubic yard 
Air 7.0% 
Fine Aggregate (sand) 1359 lbs/cubic yard 
Coarse Aggregate (2”-) 
 
675 lbs/cubic yard 
Coarse Aggregate (3/4”-)  
 
1158 lbs/cubic yard 
4.1.1 October 10, 2013 
Pavement information was gathered for the sections of roadway to be tested using ultrasound 
linear array equipment (MIRA). The segment of roadway between stations 321+46 and 355+58 
was poured on Tuesday, October 8, 2013 (2 days old at time of testing). Pavement stretching 
from 355+58 to 402+62 was poured on Wednesday, October 9, 2013 (1 day old at time of 
testing). Testing and calibration began at 389+00. Measurements were first taken walking 
towards the south at the center of the truck lane slab. Information was gathered twice at each 
location, with 5 slabs of spacing between consecutive tests. After every 10 measurements (unless 
otherwise noted), the system was calibrated. The same length of roadway was then tested on the 
passing lane slab, heading north. For this set of measurements, the system was calibrated roughly 
every 10 slab lengths and no intermediate measurements were taken.  
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4.1.2 October 17, 2013 
Pavement information was gathered for the sections of roadway to be tested using MIRA, wave 
reflection equipment. The segment of roadway between stations 321+60 and 355+58 was poured 
on Tuesday, October 8, 2013 (9 days old at time of testing). Pavement stretching from 355+58 to 
402+62 was poured on Wednesday, October 9, 2013 (8 days old at time of testing).  The stretch 
of pavement from 402+62 to 468+00 was around 6-7 days old at time of testing. Testing and 
calibration began at station 321+60. Measurements were taken walking towards the north at the 
center of the truck lane slab. Information was gathered twice at each location, with 50 feet 
between consecutive tests. After every 10 measurements (unless otherwise noted), the system 
was calibrated. This amount of calibration hurt the productivity, so the research team developed 
a method to measure velocity in “scan” mode rather than “calibration” mode to reduce this need 
for a large amount of calibration. 
Table 13 below shows the age of pavement with respect to stationing. Figures 50 and 51 show 
the shear wave velocity results versus stationing and days after it was paved, respectively.  It can 
be observed from Figure 50 that there is variation in velocity depending on the location, even for 
the same day of paving.  This similar trend was observed in the truck and passing lanes of the 
same stationing for days 2 and 3 shows that this variation corresponds to physical changes in the 
curing conditions.  It can be observed from Figure 51 that the velocity increases as the concrete 
ages in a similar trend that was observed in the laboratory.   
Table 13: Pavement Stationing and Age Information 
 
 
Stationing Pour Date Age on October 10th Age on October 17th
321+46 to 355+58 10/8/2013 2 days 9 days
355+58 to 402+62 10/9/2013 1 day 8 days
402+62 to 468+00 10/10-10/11/2013 N/A 6/7 days
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Figure 50: Shear Wave Velocity versus stationing for various days after paving and 
locations within the same project. 
 
 
Figure 51: Velocity versus days after paving. 
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The results shown above were from calibration mode velocity measurements from the general 
purpose MIRA software.  These calibration results are accurate, and as the preliminary plots 
show, useful for identifying trends.  However, these results were time consuming, taking 
approximately 4 hours to collect the 100 data points shown above.  To achieve a more significant 
coverage in a more productive manner, the research team needed to develop a method of 
calculating velocity in each scan.  Rather than the minimum 1 minute between calibration 
measurements, scan measurements can be collected less than 3 seconds apart.  Therefore, 
calculating velocity from the raw data in each scan improves the productivity and achievable 
coverage by over 10 times.  The method used to allow for this improvement is described in 
Appendix A.   
To test the new velocity calculation scheme it was compared to the calibration velocity from the 
October testing reported in Section 4.1.  Figure 53 shows direct velocity calculation vs 
calibration velocity at the points where calibration velocity was obtained.  It can be observed that 
there is a good agreement between the independently calculated values.  This suggests that the 
more efficient direct velocity calculation can be applied for future projects. 
 
Figure 52: Direct velocity versus calibration velocity. 
To illustrate the improvement with the new velocity calculation, the same plot shown in Figure 
49 showing only calibration velocity is plotted in Figure 53 with all scans taken during the same 
time frame.  It can be observed that the coverage and ability to identify trends in the data is 
improved with the new velocity calculation. The paver was moving in the direction of positive 
stationing, therefore lower stations reflect older pavement ages within the span of the day. The 
plots show the large changes in velocity that can occur within the time frame of a day at low ages 
due to the high strength development occurring.  
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Figure 53: Velocities versus stationing using the new velocity method. 
4.2 July 2014 Testing 
4.2.1 July 18, 2014 
Field tests were performed on the stretch of pavement that was poured using the same concrete 
mix design that was utilized for the Round 2 laboratory beam tests.  This pavement was part of 
TH 65 in Minnesota and stretched from station 191+00 to 399+50. The pavement stationing and 
age information is shown below in Table 14. The mix design for this project is shown below in 
Table 15. Figure 54 shows that the same velocity gain trend observed in the lab is also observed 
in the field.  Figure 55 shows a section of pavement containing 2 and 3 day old concrete 
measurements.  It can be observed that some values exceed the average 6 day velocity 
measurements.  This type of relative velocity criteria can be used to provide an input in opening 
to traffic decisions which are independent of the day after paving.  
Table 14: July Field Testing Pavement Information 
 
 
 
Stationing Lane Position Pour Date Age on July 18th
264+50 to 315+00 Right Shoulder 7/17/2014 1 day
217+00 to 264+50 Right Shoulder 7/16/2014 2 days
191+00 to 217+00 Right Shoulder 7/15/2014 3 days
291+06 to 315+00 Both Lanes 7/14/2014 4 days
287+00 to 291+06 Both Lanes 7/12/2014 6 days
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Table 15: July Field Testing Mix Design 
 
 
 
Figure 54: Velocity gain versus days after paving. 
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Figure 55: Example of day 2 and 3 velocities versus the day 6 average values. 
 
4.3 Conclusions 
The laboratory methods were implemented in a full scale, in-situ pavement field environment to 
determine applicability.  Field testing showed that shear wave velocity development with 
hydration of the concrete matched the same curves observed in the laboratory.  The development 
of an automated velocity calculation scheme increased the coverage to allow for improved 
evaluation of relative hydration throughout the project.  This data can be used in the strength of 
opening to traffic models for performance-prediction based criteria.  
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Chapter 5: Recommendations for Traffic Opening 
The current criteria for the time to traffic opening on new concrete pavements are based on 
purely empirical methods.  These criteria require wait periods after concrete placement or 
achievement of certain levels of compressive and/or flexural strength.  To achieve the objectives 
of this study, a mechanistic-based procedure for evaluating the effect of early traffic opening on 
long-term damage accumulation was developed which utilizes the results found from the 
laboratory and field studies.   
The basis of this procedure is a modification of the MEPDG fatigue damage analysis in order to 
analyze traffic loading on the first 28 days of pavement life.  The laboratory and field trial results 
were utilized in order to formulate strength development and modulus curves. These curves 
provide critical data for the development of a traffic opening timing analysis. The procedure will 
allow the user to specify age in days for potential opening to traffic and, subsequently, run initial 
predictions of early damage analysis for planning purposes.  The tool provided to MnDOT 
allows for adjustments to the damage model prediction based on results of nondestructive 
(maturity or shear wave velocity) field testing of the as-constructed pavement. As such, the early 
opening decisions are based upon in-situ conditions.  
5.1 Early Age Fatigue Damage Analysis Procedure  
In this study, the MEPDG framework for fatigue cracking analysis has been adapted for 
determination of the damage.  The MEPDG fatigue cracking model implies that cracking in the 
PCC layer is a function of the applied stress from each axle load application and thus depends on 
the various factors related to traffic loads and temperature gradients.   
5.1.1 Overview of the MEPDG Fatigue Analysis 
The overall processes for JPCP fatigue analysis include the following steps (NCHRP 2003): 
1. Assemble a trial design for specific site conditions such as traffic, climate, and 
foundation—define PCC and other paving material properties, design and construction 
features. 
2. Process inputs to obtain monthly values of traffic, material, and climatic inputs needed in 
the design evaluations for the entire design period.   
3. Compute structural responses (longitudinal edge and mid-slab stresses) using finite 
element based rapid solution models for each axle type and load and for each damage-
calculation increment throughout the design period. 
4. Calculate accumulated damage at each month of the entire design period. 
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The MEPDG fatigue cracking model has the following form: 
  
100CRK =
 1+ FD
−1.68
  (5.1) 
n
FD = ∑ t , j ,k ,l ,m, pN t , j ,k ,l ,m, p   (5.2) 
 
C 
MR 
2  
log( N  t , j , k , l ,    , )  C 1.   m  p  =    σ  t    , j , k ,l  , m , p  
   (5.3) 
where CRK is the percentage of bottom-up or top-down PCC cracking; FD is the fatigue 
damage; n is the applied number of load applications at conditions t, j, k, l, m, and p; N is the 
allowable number of load applications at conditions t, j, k, l, m, p; t, j, k, l, m, and p are 
conditions relating to the age, month, axle type, load level, temperature difference, and traffic 
path, respectively; MR is the modulus of rupture of PCC; σ is the applied stress at conditions t, j, 
k, l, m, and p; and C1 and C2 are calibration constants (C1 = 2.0; C2 = 1.22). 
Accurate computation of the stress at the critical location in the PCC layer and determination of 
PCC strength at the time of loading is required for the calculation of fatigue cracking.  The 
following factors are accounted for in the MEPDG stress analysis and affect the magnitude of 
bending stresses in PCC slabs (NCHRP 2003): 
• Slab thickness. 
• PCC modulus of elasticity. 
• PCC Poisson’s ratio. 
• PCC unit weight. 
• PCC coefficient of thermal expansion. 
• Base thickness. 
• Base modulus of elasticity. 
• Base unit weight (for bonded interface between PCC slab and base). 
• Interface condition between the PCC slab and base. 
• Joint spacing. 
• Subgrade stiffness. 
• Lane-shoulder joint LTE.  
• Longitudinal joint lane-to-lane LTE (for widened slab pavement). 
• Temperature distribution through the slab thickness. 
• Moisture distribution through the slab thickness. 
• Magnitude of effective permanent curl/warp. 
• Load configuration  
o Bottom-up cracking – axle type (single, tandem, tridem, and quad axles). 
o Top-down cracking – short, medium, and long wheelbase. 
• Axle weight. 
• Wheel tire pressure and wheel aspect ratio (length-to-width ratio). 
• Axle position (distance from the critical slab edge). 
 
The raw design inputs have to be processed to obtain monthly values of the traffic, material, and 
climatic inputs needed in the design evaluations, which consist of the following: 
• PCC strength and modulus at each month of the analysis period. 
• Average daily number of single, tandem, tridem, and quad axles in each axle weight 
category for each month of the analysis period. 
• Temperatures at 11 evenly spaced nodes in the PCC layer for every hour of the available 
climatic data to be converted into a distribution of linear temperature gradient frequency. 
• Average monthly relative humidity for each calendar month. 
• Monthly average moduli values of the base layer. 
• Monthly average effective subgrade modulus of reaction (k-value) determined based on 
subgrade resilient modulus (the raw design input).  
Since characterization of PCC properties, traffic, and temperature was modified for the early age 
damage analysis, a brief description of the MEPDG procedure for determination of these items is 
provided below.  
 
PCC Properties. The MEPDG uses the following models for characterization of PCC strength 
and modulus of elasticity if long-term development of these properties is not known: 
 
• PCC modulus of elasticity at 28 days, Ec, is determined directly from measurements at the 
age of 28 days or determined indirectly from 28-day estimates of flexural strength, MR, or 
compressive strength f’c using he following relationships:   
Ec=33ρ3/2 (f’ 1/2c)            (5.4) 
Ec=3.47ρ3/2 MR           (5.5) 
 
where, 
 Ec  = PCC elastic modulus, psi. 
 ρ  = unit weight of concrete, lb/ft3. 
 f’c= compressive strength of PCC, psi. 
MR = flexural strength of PCC, psi 
• MR at any age after 28 days is estimated using the following relationships: 
 
STRRATIO = 1.0 + 0.12*log10(AGE/0.0767) - 0.01566*[log10(AGE/0.0767)]2   
where 
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  STRRATIO = strength ratio of MR at a given age to MR at 28 days. 
  AGE   = specimen age in years. 
PCC modulus of elasticity at given time, t, is determined first from MR(t), using equation (5.5) 
 
Traffic Characterization. The MEPDG considers the following load configuration: 
• Single, tandem, tridem, and quad axles for bottom-up cracking. 
• Short, medium, and long wheelbase for top-down cracking. 
and requires the specification of the number of load applications for each axle types and load 
levels 
o Single axles – 3,000 to 41,000 lb in 1,000 lb increment. 
o Tandem axles – 6,000 to 82,000 lb in 2,000 lb increment. 
o Tridem axles – 12,000 to 102,000 lb in 3,000 lb increment. 
o Quad axles – 12,000 to 102,000 lb in 3,000 lb increment. 
 
Temperature Characterization.    Figure 5656 illustrates the thermal states considered by the 
MEPDG, the linear and nonlinear components being used in the critical stress and number of 
load calculations. 
 
 
Figure 56: Components of the stress causing thermal gradient 
The MEPDG linearization process eliminates the need to compute the number of loads as a 
function of both linear and nonlinear temperature gradients by equating stresses due to nonlinear 
gradients with those due to linear gradients.  The first step in this process is to compute the 
monthly PCC stresses frequency distribution in the pavement at critical locations for linear 
temperature gradients, ΔTL, non-linear temperature gradients, and standard axle loading.  For 
bottom-up damage accumulation, an 18-kip single axle load is placed at the mid-slab edge, 
where it will produce the maximum stress, as shown in Figure 57 on the left.  For top-down 
damage accumulation, a 12-kip single axle load and a 34-kip tandem axle load with a medium 
wheel base is placed at the critical loading location, as shown in Figure 5757 on the right. 
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The second step in the linearization process involves finding the frequency distribution of linear 
temperature gradients, in increments of 2°F, which produces the PCC bending stress frequency  
distribution (w/o non-linear temperature stresses) the same as the stress distribution from step 1. 
Though the temperature frequency distribution for each month is developed only for the standard 
load and wheel offset conditions, it is then used in the fatigue analysis for all axle loads and 
offsets conditions.  This process drastically reduces the amount of computing required to 
estimate stresses, which was a major concern at the time of the MEPDG development. However, 
it introduces inaccuracy which is important for early age analysis, and thus was modified as part 
of this study. 
 
  
  
Figure 57: Critical load and stress locations for bottom-up cracking (at left) and top-down 
cracking (at right) (from NCHRP 2003) 
5.1.2 Early PCC Age Fatigue Analysis 
In this study, the MEPDG fatigue analysis was adapted for early edge damage analysis resulting 
in the fatigue damage formulation for the early age loading.  The formulation is similar to that 
for the long term prediction and has the following form: 
 
𝑇𝑇𝑅𝑅𝑒𝑒𝑎𝑎𝑟𝑟𝑒𝑒𝑒𝑒 = ∑ 𝑛𝑛𝑁𝑁𝑡𝑡,𝑗𝑗,𝑘𝑘,𝑙𝑙,𝑚𝑚1,𝑚𝑚2,𝑝𝑝
𝐿𝐿𝐿𝐿𝑎𝑎�𝑁𝑁
𝑡𝑡,𝑗𝑗,𝑘𝑘,𝑙𝑙,𝑚𝑚1,𝑚𝑚2,𝑝𝑝        (5.6) 
𝑡𝑡,𝑗𝑗,𝑘𝑘,𝑒𝑒,𝑚𝑚1,𝑚𝑚2,𝑝𝑝� = 𝐶𝐶1 �𝜎𝜎 𝑡𝑡𝑡𝑡,𝑗𝑗,𝑀𝑀𝑀𝑀𝑘𝑘,𝑙𝑙,𝑚𝑚/1𝛽𝛽,𝑚𝑚2,𝑝𝑝�     (5.7) 
 
 
where FD is the fatigue damage; n is the applied number of load applications at conditions t, j, k, 
l, m1, m2, and p; N is the allowable number of load applications at conditions t, j, k, l, m1, m2, and 
p are conditions relating to the age (day), axle type, lo 𝛽𝛽ad level, temperature difference, non-linear temperature condition, and traffic path, respectively; MR is the modulus of rupture of PCC; σ is the applied stress at conditions t, j, k, l, m, and p; and  is a safety factor accounting for a higher 
risk associated with an early loading cracking.  
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To quantify the effect of early opening on fatigue damage consumption, the cumulative fatigue 
damage from the day of potential traffic opening until 28 days is normalized to the fatigue 
damage cumulated over the first year of pavement life: 
FD
RD = early           (5.8) 
FDyear1
 
The main differences between the early age fatigue analysis and the conventional MEPDG 
fatigue analysis are as follows: 
 
Damage Increment.  The early age and conventional fatigue analyses use the incremental damage 
approach, but the early age analysis computes fatigue damage on a daily basis while the 
conventional fatigue MEPDG analysis is done on a monthly basis.  MEPDG inputs are still 
utilized during the first 28 days, except some PCC properties and traffic parameters which are 
modified to allow for daily incremented calculations in the first 28 days of the pavement life for 
early opening analysis. This means that the 28th day after pavement construction is the end of the 
construction month.  The first day of the next month is the day of opening to a regular traffic.   
 
PCC Characterization.  The MEPDG assumes that concrete flexural strength does not vary 
within a month.  This assumption is reasonable for concrete after 28 days from placement. 
However, for early ages concrete (i.e. before 28 days) concrete properties vary significantly.  In 
this study, it is assumed that the properties vary on a daily basis.   
 
Based on the results of the laboratory study, the following relationship between concrete elastic 
moduli and age was developed (see Figure 58): 
E (t) /E (28) = (t/28)0.0982c c         (5.9) 
where t is PCC age in days. 
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Figure 58: Normalized concrete elastic modulus at early age vs. time in days. 
The following model was developed for the relationship between concrete flexural strength and 
age (see Figure 59): 
STRRATIO = (t/28)0.0982       (5.10) 
where 
STRRATIO = strength ratio of MR at a given age to MR at 28 days. 
t  = specimen age in days 
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Figure 59: Normalized concrete flexural strength at early age vs. time in days. 
It should be noted that these relationships should be used as the default curve only if no other 
information is available.  It is desirable to develop a mix-specific relationship for each new PCC 
mix design, especially if the source of aggregates or cement have changed.  
It should also be noted that time-strength and time-modulus relationships developed in the lab 
may require adjustment in the field due to variation in temperature conditions.  One option is to 
account for it using a maturity concept [Izevbekhai and Rohne, 2009].  Another alternative is to 
determine the concrete modulus from the shear wave testing at time t1, via 5.11, and update the 
PCC modulus-time relationship as shown in 5.12: 
𝐶𝐶𝑆𝑆 = � 𝐸𝐸2(1+𝜇𝜇)𝜌𝜌         (5.11) 
Ec(t1) /Ec(28) = (t/28)a        (5.12) 
Where 
 
𝑀𝑀 =  𝐿𝐿𝐿𝐿𝐿𝐿�Ec(t1)Ec(28)�
𝐿𝐿𝐿𝐿𝐿𝐿 (t1/28)         
 
Similarly, if the flexural strength at time t1 is determined using the maturity concept from a 
correlation with the shear wave testing results, then the strength development curve can be 
updated as follows: 
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 MR(t1) /MR28 = (t/28)a       (5.13) 
wh
𝑀𝑀 =
er
 
e 
𝐿𝐿𝐿𝐿𝐿𝐿�
MR
𝐿𝐿𝐿𝐿𝐿𝐿 (MR2(t18)�t1    
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/
n
2
s al
8)
low the user to update the effect of early opening on damage, using field 
measures of the field conditions.  
 
 
Traffic Characterization.  To be consistent with the MEPDG fatigue analysis, the same 
characterization of the axle spectrum is adapted for the early age analysis, but the user is allowed 
to specify a different traffic spectrum for the pavement age less than 28 days than that which is 
used for the first year of the design life.   
 
Temperature Characterization. While the temperature linearization procedure currently used in 
the MPEDG drastically reduces the computational load of the AASHTO M-E JPCP procedure, it 
has some drawbacks.  The main disadvantage to this process is that it assumes that the 
component of stress due to the interaction between nonlinear temperature and traffic is constant 
for all traffic loads.  While this assumption has been overlooked until now, it is obviously a 
simplification that should be called into question when investigating the effect of PCC curling at 
early age.  To address this limitation, the temperature gradients from hourly temperature 
predictions for each month were converted into a 2-dimentional frequency distribution.    
 
The early age fatigue damage analysis was implemented into a Fortran program, EarlyDam, 
which is a modified version of the MEPDG transverse cracking model.  Moreover, to eliminate a 
possible inaccuracy of comparing the early age (up to 28 days) damage and the MEPDG first 
year damages due differences in handling the non-linear temperature distribution, the analysis for 
the first year is also performed using the modified non-linear temperature distribution analysis.   
The EarlyDam reads the same inputs as the MEPDG cracking program, but requires 4 additional 
input files: 
1. Input file containing information on  
a. Age of traffic opening, days 
b. Month of pavement construction 
c. Design (28 days) PCC strength and elastic modulus 
d. PCC strength and elastic modulus for each day from the age at traffic opening to 
28 days 
2. Daily single axle loading distribution from the age at traffic opening to 28 days 
3. Daily tandem axle loading distribution from the age at traffic opening to 28 days 
4. Daily tridem axle loading distribution from the age at traffic opening to 28 days 
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5.2 Early Traffic Opening Analysis Procedure 
The fatigue damage procedure presented above is an important element of the proposed early 
opening to traffic analysis procedure.  This procedure involves the following steps:  
1. Obtain PCC mix-specific strength and modulus values, including PCC strength and 
elastic modulus at 28 days as well development curves with respect to: 
a. Time 
b. Shear Wave Velocity 
c. Maturity 
If this information is not available, then default curves included in the program should 
be used. 
2. Perform MEPDG simulation of the pavement fatigue damage.  
3. Select the appropriate strength safety factor.  This safety factor should account for 
variation in assumed flexural strength development versus the actual strength 
development as well as variation due to field conditions.   
 
4. Generate additional input files for the early age fatigue damage analysis, EarlyDam.   
 
5. Perform analysis on selected design and traffic for various possible opening ages.   
 
6. Select target opening age based on acceptable damage level 
 
7. During construction, Monitor field PCC development using either: 
a. Shear-wave velocity 
b. Maturity 
  
8. Update predicted strength and modulus curves based upon absolute measured conditions 
 
9. Update analysis to recalculate predefined inputs using updated in-situ curves 
 
10. Update target opening as needed 
 
11. Repeat steps 7-10 as field monitoring data is available and as needed based upon damage 
prediction results 
 
 
5.3 Rudimentary Software 
To facilitate an implementation of the procedure for early opening traffic analysis, rudimentary 
software was developed. To simplify the analysis and make it compatible with MnPAVE-Rigid 
(MnDOT 2015), the program utilizes the database of the MEPDG projects used for development 
of MnPAVE-Rigid. Once initially opening the program, the screen will appear as shown in 
Figure 60 below. The main screen asks the user to specify the district in which the pavement is 
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located, PCC thickness, joint spacing, presence of a widened lane, shoulder type, construction 
month, day opening to traffic, and trucks per day.  
 
Figure 60: Opening screen of program.  
Once these inputs have been provided, the user can adjust the PCC properties by clicking the 
“Edit PCC Properties” button. By doing so, the window shown in Figure 61 will appear. This 
screen allows the user to input the design 28 day flexural strength. An early strength safety factor 
can also be chosen, and, in pushing the “Calculate Epcc at 28 days” button, the modulus is 
calculated. After this value is calculated, pressing the “update with model” button will result in 
the table filling with tabulated values which make up the strength and modulus curves necessary 
for analysis. Once this portion of the procedure is complete, the “OK” button can be pressed and 
the program will return to the main screen. 
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Figure 61: Program appearance after hitting the “Edit PCC Properties” button 
Once at the main screen, the daily traffic can be assigned for analysis. By pressing the “Daily 
Traffic in Year 1” button, the screen shown in Figure 62 will appear. This screen enables the user 
to input project-specific traffic information relating to the axle weight and type. This traffic 
information is used for analysis of the pavement for months 2-13. Once this information has been 
provided, the program will return to the main screen after the “OK” button is pressed. The same 
process is followed for the traffic during the first month by pressing the “Daily Traffic in Month 
1” button. The screen shown in Figure 63 will then appear and inputs similar to those for months 
2-13 can be provided. Once this is complete, the “OK” button can again be utilized to return to 
the main screen.  
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Figure 62: Program screen for daily traffic in year 1 inputs.    
 
Figure 63: Program screen for daily traffic in month 1 inputs.   
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After all of the inputs have been provided, pressing the “Run” button will begin the analysis. 
After the analysis is complete, the damage ratio will appear in red as seen in Figure 64. The 
resulting output is in the form of a damage ratio defined as: 𝑚𝑚𝐿𝐿𝑛𝑛𝑡𝑡ℎ 1 𝑑𝑑𝑎𝑎𝑚𝑚𝑎𝑎𝐿𝐿𝑒𝑒
𝑚𝑚𝐿𝐿𝑛𝑛𝑡𝑡ℎ𝑠𝑠 2 𝑡𝑡𝐿𝐿 13 𝑑𝑑𝑎𝑎𝑚𝑚𝑎𝑎𝐿𝐿𝑒𝑒.  It follows that 
a higher damage ratio is indicative of greater early age damage. It is also worth noting that if the 
ratio is roughly 1/12, the damage within the first month is equivalent to that which occurs in each 
of the 12 months after (i.e. no effect). To show the effect of changing certain inputs, Figure 65 
shows a different analysis performed using changed inputs for the widened lane and shoulder 
type variables. As can be observed, the use of no widened lane increased the predicted damage 
ratio.  
 
Figure 64: Program results for trial analysis. 
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Figure 65: Program results for varied input analysis. 
 
5.4 Summary 
To achieve the objectives of this study, a mechanistic-based procedure for evaluating the effect 
of early traffic opening on long-term damage accumulation was developed using relationships 
obtained from a comprehensive laboratory study.  The procedure was developed to allow for 
updated models based on field monitoring similar to that conducted as part of this study.    
The basis of this procedure is a modification of the MEPDG fatigue damage analysis in order to 
analyze traffic loading on the first 28 days of pavement life.  The laboratory and field trial results 
were utilized in order to formulate strength development and modulus curves. These curves 
provide critical data for the development of a traffic opening timing analysis. The procedure 
allows the user to specify age in days for potential opening to traffic and, subsequently, run 
initial predictions of early damage analysis for planning purposes.  The tool provided to MnDOT 
will allow for adjustments to the damage model prediction based on results of nondestructive 
(maturity or shear wave velocity) field testing of the as-constructed pavement for early opening 
decisions based on in-situ conditions.  
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Chapter 6: Conclusions 
Through extensive laboratory and field trials, a large quantity of early strength and shear wave 
velocity development data was collected. The first round of laboratory testing showed that 
loading at early ages caused decreases in 28-day ultimate strength when the beam was loaded 
prior to 7 days. The most significant signs of this decrease in strength occurred when beams were 
loaded before day 3. When wet curing was utilized for rounds 2 and 3, however, the results were 
inconclusive. The variability of the second round of testing was attributed to the fact that the 
loading was not increased with time to appropriately reflect the strength gain attributed to water 
curing and the subsequent hydration. Some iterations of the laboratory trials were inconclusive as 
to the effect of early age loading on ultimate strength, but this could be attributed to lack of 
accuracy inherently involved with the testing of small flexure beams.   
Regardless of the variability with the flexural test results, the field trials were successful in 
verifying the shear wave velocity results that were seen in the lab. This is promising from an 
implementation standpoint due to the correlation of lab and field measurements, allowing for less 
reliance on in-situ testing.  
The culmination of both the laboratory and field data was the formulation of a GUI program, 
requiring inputs that are similar to those required by MnDOT MnPAVE-Rigid. The strength and 
shear wave velocity development curves that resulted from the experimental trials were 
implemented into the program, allowing the user to input project-specific preliminary strength 
data, which results in the creation of unique curves. The end result of the program is a damage 
ratio that quantifies the damage that results from the opening inputs selected.  This tool can be 
implemented by MnDOT and local transportation agencies for optimal timing of traffic opening. 
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Appendix A  
Development of Improved Velocity Calibration Technique 
   
A-1 
Figure A1 shows the results of 5 sending and receiving transducer pairs from an example 
measurement with MIRA on a typical concrete pavement.  Although the position of each of the 
transducer pairs is slightly different, they are all spaced at 200 mm apart.  It can be observed that 
although the amplitude of each signal can be variable, each pulse arrival shape and arrival time is 
repeatable.  This illustrates the capability of using this system arrangement and direct arrivals of 
each transmitted shear wave near the surface to calculate the shear wave velocity.   
Direct Arrival Pulses
 
Figure A1.  Example direct arrival pulses for five 200 mm spaced transducer channel pairs. 
To illustrate the method used in this study to account for the system uncertainty, consider a case 
of 3 transducer pairs.  In this method, the distance between the adjacent receiving transducer and 
the next receiving transducer of interest, dxn,N′ = xN′ − xn′ , is considered for the velocity 
calculation.  The effective time of flight, te,rfeff , between transducers located at xN′  and xn′  is the 
difference in arrival times dtn,N′ = tN′ − tn′ .  Figure A2 shows the corresponding raw data time 
history received by both locations from the emitted transducer location.    
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Figure A2.  Plots showing effective time of flight calculation. 
 
The velocity for the setup in this study can be calculated using equation 1 for a set of 3 
transducers.  Using multiple sets of 3 transducers and averaging the results increases the stability 
of the velocity calculations.  Assuming there are a total of T transducer combinations, the 
calculated velocity is defined by equation 2: 
 
𝐶𝐶𝑆𝑆
𝐴𝐴𝐴𝐴𝐿𝐿 = ∑ 𝐶𝐶𝑆𝑆,𝑗𝑗𝑑𝑑𝑑𝑑𝑑𝑑
𝑇𝑇
𝑇𝑇
𝑗𝑗=1                                                                                                            [1] 
where j is the current combination of transducers. 
A-3 
 
The impulse time history should be corrected so that high intensity impulse locations correspond 
to the arrival of the impulse in the time of flight analysis.  Due to the same un-differentiable 
factors listed above dealing with velocity calculation, determination of the shift factor, 𝑡𝑡𝑆𝑆𝑆𝑆𝑆𝑆𝐹𝐹𝑇𝑇, 
should be accomplished by taking advantage of the redundancy of the ultrasonic linear array 
measurements. The shift factor is determined using known spacing and associated impulse direct 
arrivals using the relationship given in equation 2: 
 
𝑡𝑡𝑆𝑆𝑆𝑆𝑆𝑆𝐹𝐹𝑇𝑇 = 1
𝐸𝐸𝑀𝑀
∑ ∑ 𝑡𝑡𝑒𝑒,𝑟𝑟𝑀𝑀𝑎𝑎𝑀𝑀 − 𝑀𝑀𝑒𝑒,𝑑𝑑′𝐶𝐶𝑆𝑆𝐴𝐴𝐴𝐴𝐴𝐴𝑇𝑇𝑟𝑟=𝑆𝑆𝑆𝑆𝑚𝑚𝑑𝑑𝑚𝑚𝑇𝑇−𝑆𝑆𝑆𝑆𝑚𝑚𝑑𝑑𝑚𝑚𝑒𝑒=1                                                               [2]    
where te,rMax is the time associated with the maximum amplitude of the direct arrival and 𝑅𝑅𝑆𝑆𝑚𝑚𝑖𝑖𝑛𝑛 is 
the minimum spacing between transducers that allows for accurate detection of the peak, 
dependent on the sampling rate of the receiving transducer.  Figure A3 shows an example 
transducer pair impulse response from the ultrasonic linear array system showing how to obtain te,rMax. 
 
Figure A3.  Determination of the time associated with the direct arrival. 
For the ultrasonic linear array formulation, the impulse response time-histories are corrected by 
setting t = t − tSHIFT for each sending and receiving pair before it is applied to the 
reconstruction image.   
